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Pocket Sign system with interchangeable inserts. 
 
Suspend with rope using snap-flap, or request eyelets. 
 
 
 

    
        
 
 
 
Sturdy cardboard sign is permanently heat-sealed in flexible vinyl with 2 or 3 pockets for 
inserts. 
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Inserts 
 
 

Item # Name   
SC-001 Insert, Radiation Area SC-060 Insert, This Equip Produc Rad Whn Ener 
SC-002 Insert, Low Radiation Area SC-061 Insert, Authorized Entrance Only 
SC-003 Insert, High Radiation Area SC-062 Insert, Tritium 
SC-008 Insert, Dose Rate At This Point SC-063 Insert, Isotope Amount Date 
SC-009 Insert, Radiography In Progress SC-064 Insert, Contaminated Water 
SC-011 Insert, Radioactive Material SC-065 Insert, Contaminated Ash 
SC-012 Insert, Radioactive Material Area SC-067 Insert, Contaminated Waste 
SC-013 Insert, (dose Rate; Etc) SC-068 Insert, Contaminated Materials 
SC-014 Insert, Contaminated Area SC-069 Insert, Contaminated Clothing 
SC-015 Insert, Controlled Surface Cont. SC-070 Insert, All Persnl Must Frsk Befr Leav 
SC-016 Insert, Requirements For Entry SC-071 Insert, Shoe Covers Required 
SC-020 Insert, Eating/drinking/smoking Prohib SC-072 Insert, No Exit-exit Centrl Pt 
SC-021 Insert, Airborne Radioactivity SC-073 Insert, Do Not Enter 
SC-022 Insert, Required For Entry SC-074 Insert, Personnel Dosimetry Required 
SC-023 Insert, Requirement Etc Cont. SC-075 Insert, Rep Required For Entry 
SC-024 Insert, Respiratory Pro. Require SC-076 Insert, Controlled Access Area 
SC-025 Insert, No Entry By SC-077 Insert, Authorized Personnel Only 
SC-026 Insert, Unauthorized Personnel SC-078 Insert, Maintenance In Progress 
SC-027 Insert, Keep Out SC-079 Insert, Notify Health Physics 
SC-028 Insert, Yellow Lab Coat Required SC-080 Insert, Mr/hr Gamma Mrem/hr Neut 
SC-029 Insert, Mr/hr At This Point Is. SC-081 Insert, Combined Dose Gamma/neut 
SC-030 Insert, Film Badge Required SC-082 Insert, Combine Dose 
SC-031 Insert, X-ray Producing Machine SC-083 Insert, Mrad/hr Beta Mrem/hr 
SC-032 Insert,neutron SC-084 Insert, Entering Rad Exposure 
SC-033 Insert, Rwp Required Entry SC-085 Insert, Mrad/mr Beta Mr/hr 
SC-034 Insert, Full Anti-con Cloth SC-086 Insert, Iodination In Progress 
SC-037 Insert, For Vistors SC-087 Insert, High Radiation Area 
SC-038 Insert, Notify Rad. Protection SC-088 Insert, Keep Patient In Room 
SC-041 Insert, Rwp/swp Required SC-089 Insert, Grave Danger 
SC-042 Insert, Notify H/p Before Entry SC-090 Insert, Very High Radiation Area 
SC-043 Insert, High Contamination Area SC-091 Insert, You Are In A Radiation 
SC-046 Insert, Keep Locked Or Guarded SC-092 Insert, Dosimetry Required For Entry 
SC-052 Insert, Pocket Dosimeter Required SC-093 Insert, Controlled Area 
SC-053 Insert, Extremity Dosimeter Required SC-094 Insert, When Beacon Is Energized 
SC-054 Insert, High SC-095 Insert, Hot Spot 
SC-055 Insert, Contamination SC-096 Insert, Tld & Pic Required For Entry 
SC-058 Insert, In Case For Emergency Call__ SC-097 Insert, Tld Required For Entry 
SC-059 Insert, Rad MAT Is Not Perm In Ths Ara SC-098 Insert, Contamination Area 

 



  
 
 
 

 NONDESTRUCTIVE TESTING EQUIPMENT      

6805 COOLRIDGE DR ■ TEMPLE HILLS MD 20748 
301-449-7300 ■ 800-638-0554  ■ FAX 301-449-7011 

EMAIL: sales@detek.com 

 

     BARRICADE TAPE 
 
 

 
 
Prevent accidents by increasing visibility of hazards with our non-adhesive Barricade Tape. Tape is a 
lightweight, economical, reusable polyethylene, with a continuous repeat of message or warning. Can be 
tied, stapled or nailed in place. Meets OSHA 1910.144 for marking physical hazards. Comes standard 3" 
x 1000'. Also available in 200', 300' and 500' lengths. Other widths available by special order. Comes in a 
variety of mil thicknesses.   
 

WOVEN PLASTIC BARRIER TAPE  
Extra-durable polypropylene tapes are long-lasting solutions for marking off-
limit or hazardous areas and for crowd control. Tensile strength is 100 lbs. for 
the 3/4" tape and 300 lbs. for the 2" tape. Available in solid colors, stripes, or 
printed with Caution or Danger legends. Custom printing available.  

Please Specify Color  

Colors Available: YB = yellow/black/yellow, WR = white/red/white, YM = yellow/magenta/yellow, YR 
= yellow/red/yellow, RB = red/black/red, YL = solid yellow, RD = solid red and OR = solid orange.  

Sizes Available:  ¾” x 150 ft., 2” x 200 ft., 2” x 150 ft. 

REWIND REEL 
The Rewind Reel makes Barrier Tape even easier to reuse. Just attach the tape 
to a tree, post or barricade and dispense as needed. Hang reel with tape still 
attached to the last post. Simply roll it back up after the job is through. (For 2" 
tape only.)  

 
*  Quick     *  Reusable     *  Easy     *  Lightweight     *  Labor Saving     *  Zinc-plated Steel 
 
Tape is also available mounted to the reel. Specify by adding tape color code as suffix to Reel Cat. No. 
Ex: WRR-01-RB.  
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